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□ MASTERD 
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□ MASTER 中 □ □ □ □ 
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□ MASTERD 
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〇 Determining the Motherboard Connection Method. 

Determine how to connect the drive according to existing drive connections. 


ATARI (EIDE) Interface Drive 

Quick Start Guide 


Before Installing 

• Refer to the List of Accessories to verify that package contents are complete. 

• Have a Philips screwdriver at hand. 

• Have the manual for your PC at hand. 


Installation 

These instructions are intended to be generally applicable to common PCs. 

• Avoid touching exposed electronic conductors and contacts on the circuit boards of the drive or within the PC. 
These parts can be damaged by electrostatic discharge from your body. 

• Before installing or removing the drive, touch the metal chassis of the PC to discharge any static electricity from 
your hands. 

• Refer to the PC’s manual for details such as how to remove and replace the cover of the PC, and connector 
locations on the motherboard. 

1 Turn the PC off and unplug the power cord from the outlet. 

2 Remove the cover. 




If one drive, set as 
Master. 

If two drives, set 
one as Master, and 
the other as Slave. 


Secondary IDE connector 


• When connecting this arive to the Primary IDE cable, the hard disK is usually set as Master, so this drive’s 
Slave pins should be jumpered. Also, depending on the PC, a jumper setting on the hard disk may need to be 
changed. Refer to the manual of the PC or hard drive. 

• When connecting this arive to the Secondary IDE cable, select one of the following: 

-If only this drive is connected to the cable, jumper the Master pins. 

-If another device is connected to the same cable, make sure that one device is set to Master, and the other 
to Slave. 



• The CSEL position is normally not used. 

• The jumper must only be installed vertically (as shown in the diagram). Installing the jumper horizontally 
can damage the drive or cause it to malfunction. 


5 Install the drive in a 5-inch drive bay using screws. 



6 Connect the cables. 

• Connect one end of the audio cable to the ANALOG AUDIO connector on the drive, 
and the other end to the analog input connector on the sound card (ir present). 

• Connect the IDE flat cable to the IDE connector on the drive. 

• Connect an unused power connector from the PC power supply to the DC input (power 
input) connector on the drive. 



To PC Motherboard 

To Sound Card 

• The red side of the IDE flat cable indicates the pin 1 conductor. Verify that the pin 1 side is connected to pin 
1 at the motherboard end. 

• The power connector must be inserted with the beveled side upwards. 

• If no spare power connector is available, a ‘‘Y，，adapter is necessary. 


i Replace the cover on the PC and connect the power cord. 



8 Boot the PC and confirm that the drive is recognized. 

9 Install the writing software. 

Refer to the software user’s guide or to the on-line manual provided on the CD-ROM 
included with the software. 
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Lecteur interface ATARI (EIDE) 

Guide de demarrage 


Preparatifs a I’installation 

• Se reporter a la liste des accessoires pour verifier que le contenu du paquet est complet. 

• Avoir un tournevis cruciforme a portee de main. 

• Avoir le manuel du PC a portee de main. 


Installation 

Ces instructions sont destinees pour etre generalement applicables aux PC communs. 


PRECAUTION 


• Eviter de toucher les conducteurs electro 打 iques exposes ainsi que les contacts sur les cartes circuit du lecteur ou 
dans le PC. Ces pieces peuvent etre endommagees par la decharge さ lectrostatique du corps. 

• Avant d’installer ou de retirer le lecteur, toucher le chassis metallique du PC pour enlever toute electncite statique 
des mains. 

• Se reporter au manuel du PC pour les details tel que le retrait et la pose du couvercle du PC et 1’emplacement des 
CO 打 necteurs sur la carte mere. 

1 Mettre le PC hors tension et d 纯 rancher le cordon d’alimentation de la prise. 

2 Retirer le couvercle. 



5 Installer le lecteur dans un logement de lecteur a 5 pouces a I’aide de vis. 



6 Raccorder les cables. 

• Raccorder Fun des bouts du cable audio au connecteur ANALOG AUDIO du lecteur 
et rautre bout au connecteur d'entree analogue de la carte son け i disponible). 

• Raccorder le cable plat IDE au connecteur IDE du lecteur. 

• Raccorder un connecteur d’alimentation non utilise de 1’alimentation du PC au 
connecteur (d'entree d ， alimentation) d'entree DC du lecteur. 



A la carte son 


PRECAUTION 


• Le cote rouge du c ミ Die plat IDE indique le conducteur de la broche 1.Verifier que le cote broche 1 est 
raccorde a la broche 1 de la carte mere. 

• Le connecteur d’alimentation doit etre insere avec le cote biseaute vers le haut. 

•Si aucun connecteur d，alimentation libre n’est disponible, un adaptateur en "Y" est necessaire. 


O Determiner la methode de connexion de la carte mere. 

Determiner comment raccorder le lecteur en fonction des connexions existantes du 
lecteur. 



PRECAUTION 


• Lors de la connexion de ce lecteur a un cable iDE primaire, le disque dur est en general regie en ma む re, done 
les broches esclave de ce lecteur doivent etre branchees en amont. De meme qu’en fonction du PC, le reglage 
de cavalier sur le disque dur aoit etre modifie. Se reporter au manuel du PC ou du disque dur. 

• Pour raccorder ce lecteur au cable IDE secondaire, selectionner Fun des reglages suivants : 

-Si seul ce lecteur est raccorde au cable, brancher en amont les broches ma む re. 

-Si un autre periphenque est raccorde au meme cable, s’assurer que Fun des penpnenques est regie sur 
ma む re et 1’autre sur esclave. 

4 Reglage des attributs de lecteur avec le cavalier de reglage d’environnement a rarriere 
du lecteur. 



PRECAUTION 


• La position CSEL n’est pas normalement utilisee. 

• Le cavalier ne doit etre installe que verticalement (tel qu'indique dans le diagramme). L’installation 
horizontale du cavalier risque d’endommager le lecteur ou de I’emp を cher de fonctionner correctement. 


Remettre le couvercle du PC et raccorder le cordon d’alimentation. 



8 Demarrer le PC et confirmer que le lecteur est reconnu. 

9 Installer le logiciel d'ecriture de disque. 

Se reporter au guide de rutUisateur ou au manuel en ligne fourni dans le CD-ROM du 
logiciel. 


■画画11111 
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